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Software TransWin32: V. 1.1.23.1/14722r Verifier: V.1.0.24.1/14729r
ﾃﾞﾊﾞｲｽ: REA VeriCube ﾃﾞﾊﾞｲｽ Version: V.1.0.24.1/14729r
ｼﾘｱﾙ番号: 0030.035.100-0000507 ｶﾒﾗｼﾘｱﾙ番号: 0030.037.101-0000631
ﾚﾝｽﾞ: VeriCube 12mm, 解像度 31.2µm 光源: 白 (4000°K)/45° Q
単位: ﾏｲｸﾛﾒｰﾀｰ[μm] 反射率調整: 2017/08/02, 有効(まで) 2017/09/11

: 6 mil, 0.152 mm ﾚﾍﾞﾙ補正: 2017/08/02, 有効(まで) 2017/09/11
: 0.5 (D) ｽｹｰﾙ調整: 2017/08/02

SRP : 3.5 (A)
: GS1-128
 (HR): (01)14912345123456(17)101231(30)10(10)AB1234

測定: <ﾏﾙﾁ平均要約>   10 測定
評価: ISO/IEC 15416:2016,ISO/IEC 15417:2007,GS1 General Specification

Vers. 16

Z-ﾓｼﾞｭｰﾙ: 191µm
ｺｰﾄﾞ高さ: 14163µm

: 1 2 3 4 5 6 7 8 9 10 [  ]
ﾃﾞｺｰﾄﾞ: 4 4 4 4 4 4 4 4 4 4 [ 4.0 ]
ｼﾝﾎﾞﾙｺﾝﾄﾗｽﾄ: 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 [ 4.0 (74%) ]
ｴｯｼﾞｺﾝﾄﾗｽﾄ: 4 4 4 4 4 4 4 4 4 4 [ 4.0 (48%) ]
ﾓｼﾞｭﾚｰｼｮﾝ: 3.6 3.6 3.6 3.4 3.4 3.5 3.5 3.8 3.5 3.4 [ 3.5 (65%) ]
Rmin/Rmax: 4 4 4 4 4 4 4 4 4 4 [ 4.0 (5%) ]
ﾃﾞｨﾌｪｸﾄ: 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 [ 4.0 (1%) ]
ﾃﾞｺｰﾀﾞﾋﾞﾘﾃｨ: 4.0 4.0 4.0 4.0 3.5 3.5 3.8 4.0 4.0 4.0 [ 3.9 (63%) ]

E-値: 4 4 4 4 4 4 4 4 4 4 [ 4.0 (-29% 28%) ]
P-値: 4 4 4 4 4 4 4 4 4 4 [ 4.0 (-15% 20%) ]
Z-ﾓｼﾞｭｰﾙ: 4 4 4 4 4 4 4 4 4 4 [ 4.0 (191µm) 
ﾃﾞｰﾀ構造: 4 4 4 4 4 4 4 4 4 4 [ 4.0 ]
SRP : 3.6 3.6 3.6 3.4 3.4 3.5 3.5 3.8 3.5 3.4

: 3.5

ﾊﾞｰ偏差: -6% -7% -7% -7% -7% -7% -7% -7% -7% -6% [ -6% ]
明(Bright)値(Rmax): 78% 78% 78% 78% 79% 78% 79% 78% 78% 80% [ 78% ]
暗(Dark)値(Rmin): 4% 4% 4% 4% 4% 4% 4% 4% 4% 4% [ 4% ]

 (GS1 Vers. 16)
1) 01 AI
2) 1 Package Level
3) 491234512345 GTIN
4) 6 Checkdigit
5) 17 AI
6) 101231 USE BY / EXPIRY
7) 30 AI
8) 10 VAR. COUNT
9) [GS]
10) 10 AI
11) AB1234 BATCH/LOT
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: 1. > 10

SRP : 3.6 (A)
: GS1-128
 (HR): (01)14912345123456(17)101231(30)10(10)AB1234

評価: ISO/IEC 15416:2016,ISO/IEC 15417:2007,GS1 General Specification
Vers. 16

ﾊﾟﾗﾒｰﾀ 値 Min/Max ｸﾞﾚｰﾄﾞ ﾊﾟﾗﾒｰﾀ 値 Min/Max ｸﾞﾚｰﾄﾞ

ﾃﾞｺｰﾄﾞ 4 明(Bright)値(Rmax) 78%
ｼﾝﾎﾞﾙｺﾝﾄﾗｽﾄ 74% min 10% 4.0 暗(Dark)値(Rmin) 4%
ｴｯｼﾞｺﾝﾄﾗｽﾄ 49% min 15% 4 明(Bright)値(Rs) 61%
ﾓｼﾞｭﾚｰｼｮﾝ 66% min 20% 3.6 暗(Dark)値(Rb) 11%
Rmin/Rmax 5% max 50% 4 ﾊﾞｰ -30% 20% -100%/+100%
ﾃﾞｨﾌｪｸﾄ 3% max 30% 4.0 ｽﾍﾟｰｽ -10% 25% -100%/+100%
ﾃﾞｺｰﾀﾞﾋﾞﾘﾃｨ 66% min 12% 4.0 E-値 -25% 25% -100%/+100% 4
ｸﾜｲｴｯﾄｿﾞｰﾝ左 1911µm min 1911µm 4 P-値 -15% 25% -100%/+100% 4
ｸﾜｲｴｯﾄｿﾞｰﾝ右 1911µm min 1911µm 4 平均(Mean) -6% -100%/+100%
ﾊﾞｰ偏差 -6% Z-ﾓｼﾞｭｰﾙ 191µm 170µm/495µm 4
ｺｰﾄﾞ高さ 14163µm min 12700µm ﾃﾞｰﾀ構造 合格 4
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: 2. > 10

SRP : 3.6 (A)
: GS1-128
 (HR): (01)14912345123456(17)101231(30)10(10)AB1234

評価: ISO/IEC 15416:2016,ISO/IEC 15417:2007,GS1 General Specification
Vers. 16

ﾊﾟﾗﾒｰﾀ 値 Min/Max ｸﾞﾚｰﾄﾞ ﾊﾟﾗﾒｰﾀ 値 Min/Max ｸﾞﾚｰﾄﾞ

ﾃﾞｺｰﾄﾞ 4 明(Bright)値(Rmax) 78%
ｼﾝﾎﾞﾙｺﾝﾄﾗｽﾄ 74% min 10% 4.0 暗(Dark)値(Rmin) 4%
ｴｯｼﾞｺﾝﾄﾗｽﾄ 49% min 15% 4 明(Bright)値(Rs) 60%
ﾓｼﾞｭﾚｰｼｮﾝ 66% min 20% 3.6 暗(Dark)値(Rb) 11%
Rmin/Rmax 5% max 50% 4 ﾊﾞｰ -30% 10% -100%/+100%
ﾃﾞｨﾌｪｸﾄ 1% max 30% 4.0 ｽﾍﾟｰｽ -10% 25% -100%/+100%
ﾃﾞｺｰﾀﾞﾋﾞﾘﾃｨ 70% min 12% 4.0 E-値 -35% 30% -100%/+100% 4
ｸﾜｲｴｯﾄｿﾞｰﾝ左 1911µm min 1911µm 4 P-値 -15% 20% -100%/+100% 4
ｸﾜｲｴｯﾄｿﾞｰﾝ右 1911µm min 1911µm 4 平均(Mean) -7% -100%/+100%
ﾊﾞｰ偏差 -7% Z-ﾓｼﾞｭｰﾙ 191µm 170µm/495µm 4
ｺｰﾄﾞ高さ 14163µm min 12700µm ﾃﾞｰﾀ構造 合格 4
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: 3. > 10

SRP : 3.6 (A)
: GS1-128
 (HR): (01)14912345123456(17)101231(30)10(10)AB1234

評価: ISO/IEC 15416:2016,ISO/IEC 15417:2007,GS1 General Specification
Vers. 16

ﾊﾟﾗﾒｰﾀ 値 Min/Max ｸﾞﾚｰﾄﾞ ﾊﾟﾗﾒｰﾀ 値 Min/Max ｸﾞﾚｰﾄﾞ

ﾃﾞｺｰﾄﾞ 4 明(Bright)値(Rmax) 78%
ｼﾝﾎﾞﾙｺﾝﾄﾗｽﾄ 74% min 10% 4.0 暗(Dark)値(Rmin) 4%
ｴｯｼﾞｺﾝﾄﾗｽﾄ 49% min 15% 4 明(Bright)値(Rs) 62%
ﾓｼﾞｭﾚｰｼｮﾝ 66% min 20% 3.6 暗(Dark)値(Rb) 13%
Rmin/Rmax 5% max 50% 4 ﾊﾞｰ -25% 10% -100%/+100%
ﾃﾞｨﾌｪｸﾄ 2% max 30% 4.0 ｽﾍﾟｰｽ -5% 20% -100%/+100%
ﾃﾞｺｰﾀﾞﾋﾞﾘﾃｨ 65% min 12% 4.0 E-値 -30% 25% -100%/+100% 4
ｸﾜｲｴｯﾄｿﾞｰﾝ左 1912µm min 1912µm 4 P-値 -10% 20% -100%/+100% 4
ｸﾜｲｴｯﾄｿﾞｰﾝ右 1912µm min 1912µm 4 平均(Mean) -6% -100%/+100%
ﾊﾞｰ偏差 -7% Z-ﾓｼﾞｭｰﾙ 191µm 170µm/495µm 4
ｺｰﾄﾞ高さ 14163µm min 12700µm ﾃﾞｰﾀ構造 合格 4
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: 4. > 10

SRP : 3.4 (B)
: GS1-128
 (HR): (01)14912345123456(17)101231(30)10(10)AB1234

評価: ISO/IEC 15416:2016,ISO/IEC 15417:2007,GS1 General Specification
Vers. 16

ﾊﾟﾗﾒｰﾀ 値 Min/Max ｸﾞﾚｰﾄﾞ ﾊﾟﾗﾒｰﾀ 値 Min/Max ｸﾞﾚｰﾄﾞ

ﾃﾞｺｰﾄﾞ 4 明(Bright)値(Rmax) 78%
ｼﾝﾎﾞﾙｺﾝﾄﾗｽﾄ 74% min 10% 4.0 暗(Dark)値(Rmin) 4%
ｴｯｼﾞｺﾝﾄﾗｽﾄ 47% min 15% 4 明(Bright)値(Rs) 60%
ﾓｼﾞｭﾚｰｼｮﾝ 64% min 20% 3.4 暗(Dark)値(Rb) 13%
Rmin/Rmax 5% max 50% 4 ﾊﾞｰ -25% 10% -100%/+100%
ﾃﾞｨﾌｪｸﾄ 1% max 30% 4.0 ｽﾍﾟｰｽ -5% 25% -100%/+100%
ﾃﾞｺｰﾀﾞﾋﾞﾘﾃｨ 67% min 12% 4.0 E-値 -40% 30% -100%/+100% 4
ｸﾜｲｴｯﾄｿﾞｰﾝ左 1912µm min 1912µm 4 P-値 -15% 15% -100%/+100% 4
ｸﾜｲｴｯﾄｿﾞｰﾝ右 1912µm min 1912µm 4 平均(Mean) -7% -100%/+100%
ﾊﾞｰ偏差 -7% Z-ﾓｼﾞｭｰﾙ 191µm 170µm/495µm 4
ｺｰﾄﾞ高さ 14163µm min 12700µm ﾃﾞｰﾀ構造 合格 4
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: 5. > 10

SRP : 3.4 (B)
: GS1-128
 (HR): (01)14912345123456(17)101231(30)10(10)AB1234

評価: ISO/IEC 15416:2016,ISO/IEC 15417:2007,GS1 General Specification
Vers. 16

ﾊﾟﾗﾒｰﾀ 値 Min/Max ｸﾞﾚｰﾄﾞ ﾊﾟﾗﾒｰﾀ 値 Min/Max ｸﾞﾚｰﾄﾞ

ﾃﾞｺｰﾄﾞ 4 明(Bright)値(Rmax) 79%
ｼﾝﾎﾞﾙｺﾝﾄﾗｽﾄ 75% min 10% 4.0 暗(Dark)値(Rmin) 4%
ｴｯｼﾞｺﾝﾄﾗｽﾄ 48% min 15% 4 明(Bright)値(Rs) 61%
ﾓｼﾞｭﾚｰｼｮﾝ 64% min 20% 3.4 暗(Dark)値(Rb) 13%
Rmin/Rmax 5% max 50% 4 ﾊﾞｰ -30% 10% -100%/+100%
ﾃﾞｨﾌｪｸﾄ 1% max 30% 4.0 ｽﾍﾟｰｽ -5% 20% -100%/+100%
ﾃﾞｺｰﾀﾞﾋﾞﾘﾃｨ 56% min 12% 3.5 E-値 -35% 25% -100%/+100% 4
ｸﾜｲｴｯﾄｿﾞｰﾝ左 1911µm min 1911µm 4 P-値 -20% 20% -100%/+100% 4
ｸﾜｲｴｯﾄｿﾞｰﾝ右 1911µm min 1911µm 4 平均(Mean) -7% -100%/+100%
ﾊﾞｰ偏差 -7% Z-ﾓｼﾞｭｰﾙ 191µm 170µm/495µm 4
ｺｰﾄﾞ高さ 14163µm min 12700µm ﾃﾞｰﾀ構造 合格 4
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: 6. > 10

SRP : 3.5 (A)
: GS1-128
 (HR): (01)14912345123456(17)101231(30)10(10)AB1234

評価: ISO/IEC 15416:2016,ISO/IEC 15417:2007,GS1 General Specification
Vers. 16

ﾊﾟﾗﾒｰﾀ 値 Min/Max ｸﾞﾚｰﾄﾞ ﾊﾟﾗﾒｰﾀ 値 Min/Max ｸﾞﾚｰﾄﾞ

ﾃﾞｺｰﾄﾞ 4 明(Bright)値(Rmax) 78%
ｼﾝﾎﾞﾙｺﾝﾄﾗｽﾄ 74% min 10% 4.0 暗(Dark)値(Rmin) 4%
ｴｯｼﾞｺﾝﾄﾗｽﾄ 48% min 15% 4 明(Bright)値(Rs) 59%
ﾓｼﾞｭﾚｰｼｮﾝ 65% min 20% 3.5 暗(Dark)値(Rb) 11%
Rmin/Rmax 5% max 50% 4 ﾊﾞｰ -30% 10% -100%/+100%
ﾃﾞｨﾌｪｸﾄ 3% max 30% 4.0 ｽﾍﾟｰｽ -10% 25% -100%/+100%
ﾃﾞｺｰﾀﾞﾋﾞﾘﾃｨ 56% min 12% 3.5 E-値 -35% 35% -100%/+100% 4
ｸﾜｲｴｯﾄｿﾞｰﾝ左 1912µm min 1912µm 4 P-値 -15% 20% -100%/+100% 4
ｸﾜｲｴｯﾄｿﾞｰﾝ右 1912µm min 1912µm 4 平均(Mean) -7% -100%/+100%
ﾊﾞｰ偏差 -7% Z-ﾓｼﾞｭｰﾙ 191µm 170µm/495µm 4
ｺｰﾄﾞ高さ 14163µm min 12700µm ﾃﾞｰﾀ構造 合格 4
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: 7. > 10

SRP : 3.5 (A)
: GS1-128
 (HR): (01)14912345123456(17)101231(30)10(10)AB1234

評価: ISO/IEC 15416:2016,ISO/IEC 15417:2007,GS1 General Specification
Vers. 16

ﾊﾟﾗﾒｰﾀ 値 Min/Max ｸﾞﾚｰﾄﾞ ﾊﾟﾗﾒｰﾀ 値 Min/Max ｸﾞﾚｰﾄﾞ

ﾃﾞｺｰﾄﾞ 4 明(Bright)値(Rmax) 79%
ｼﾝﾎﾞﾙｺﾝﾄﾗｽﾄ 75% min 10% 4.0 暗(Dark)値(Rmin) 4%
ｴｯｼﾞｺﾝﾄﾗｽﾄ 49% min 15% 4 明(Bright)値(Rs) 62%
ﾓｼﾞｭﾚｰｼｮﾝ 65% min 20% 3.5 暗(Dark)値(Rb) 13%
Rmin/Rmax 5% max 50% 4 ﾊﾞｰ -30% 15% -100%/+100%
ﾃﾞｨﾌｪｸﾄ 1% max 30% 4.0 ｽﾍﾟｰｽ -15% 25% -100%/+100%
ﾃﾞｺｰﾀﾞﾋﾞﾘﾃｨ 60% min 12% 3.8 E-値 -25% 25% -100%/+100% 4
ｸﾜｲｴｯﾄｿﾞｰﾝ左 1911µm min 1911µm 4 P-値 -10% 20% -100%/+100% 4
ｸﾜｲｴｯﾄｿﾞｰﾝ右 1911µm min 1911µm 4 平均(Mean) -7% -100%/+100%
ﾊﾞｰ偏差 -7% Z-ﾓｼﾞｭｰﾙ 191µm 170µm/495µm 4
ｺｰﾄﾞ高さ 14163µm min 12700µm ﾃﾞｰﾀ構造 合格 4
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: 8. > 10

SRP : 3.8 (A)
: GS1-128
 (HR): (01)14912345123456(17)101231(30)10(10)AB1234

評価: ISO/IEC 15416:2016,ISO/IEC 15417:2007,GS1 General Specification
Vers. 16

ﾊﾟﾗﾒｰﾀ 値 Min/Max ｸﾞﾚｰﾄﾞ ﾊﾟﾗﾒｰﾀ 値 Min/Max ｸﾞﾚｰﾄﾞ

ﾃﾞｺｰﾄﾞ 4 明(Bright)値(Rmax) 78%
ｼﾝﾎﾞﾙｺﾝﾄﾗｽﾄ 74% min 10% 4.0 暗(Dark)値(Rmin) 4%
ｴｯｼﾞｺﾝﾄﾗｽﾄ 50% min 15% 4 明(Bright)値(Rs) 60%
ﾓｼﾞｭﾚｰｼｮﾝ 68% min 20% 3.8 暗(Dark)値(Rb) 10%
Rmin/Rmax 5% max 50% 4 ﾊﾞｰ -25% 10% -100%/+100%
ﾃﾞｨﾌｪｸﾄ 0% max 30% 4.0 ｽﾍﾟｰｽ -10% 25% -100%/+100%
ﾃﾞｺｰﾀﾞﾋﾞﾘﾃｨ 63% min 12% 4.0 E-値 -25% 25% -100%/+100% 4
ｸﾜｲｴｯﾄｿﾞｰﾝ左 1912µm min 1912µm 4 P-値 -15% 20% -100%/+100% 4
ｸﾜｲｴｯﾄｿﾞｰﾝ右 1912µm min 1912µm 4 平均(Mean) -7% -100%/+100%
ﾊﾞｰ偏差 -7% Z-ﾓｼﾞｭｰﾙ 191µm 170µm/495µm 4
ｺｰﾄﾞ高さ 14163µm min 12700µm ﾃﾞｰﾀ構造 合格 4

:
105

StartC
102

FNC1
1

0 1
14

1 4
91

9 1
23

2 3
45

4 5
12

1 2
34

3 4
56

5 6
17

1 7
10

1 0
12

1 2

31
3 1

30
3 0

10
1 0

102
FNC1 [GS]

10
1 0

100
Code B

33
A

34
B

99
Code C

12
1 2

34
3 4

64
CD

Stop
Stop

:
]C1 0 1 1 4 9 1 2 3 4 5 1 2 3 4 5 6 1 7 1 0 1 2 3 1 3 0 1 0 [GS] 1
0 A B 1 2 3 4

:



  17 / 21

0.19_2017-08-02_#009.tws 上に印刷した 2017/09/06 15:47:46

:  3.5/06/4000°K/45° Q
ｵﾍﾟﾚｰﾀ: kato 日付: 2017/08/02 19:01:42

__________________ (署名) __________________ (第2署名)
-------------------------------------------------------------------------------------------------------------

:



  18 / 21

0.19_2017-08-02_#009.tws 上に印刷した 2017/09/06 15:47:46

:  3.5/06/4000°K/45° Q
ｵﾍﾟﾚｰﾀ: kato 日付: 2017/08/02 19:01:42

__________________ (署名) __________________ (第2署名)
-------------------------------------------------------------------------------------------------------------

: 9. > 10

SRP : 3.5 (A)
: GS1-128
 (HR): (01)14912345123456(17)101231(30)10(10)AB1234

評価: ISO/IEC 15416:2016,ISO/IEC 15417:2007,GS1 General Specification
Vers. 16

ﾊﾟﾗﾒｰﾀ 値 Min/Max ｸﾞﾚｰﾄﾞ ﾊﾟﾗﾒｰﾀ 値 Min/Max ｸﾞﾚｰﾄﾞ

ﾃﾞｺｰﾄﾞ 4 明(Bright)値(Rmax) 78%
ｼﾝﾎﾞﾙｺﾝﾄﾗｽﾄ 74% min 10% 4.0 暗(Dark)値(Rmin) 4%
ｴｯｼﾞｺﾝﾄﾗｽﾄ 48% min 15% 4 明(Bright)値(Rs) 59%
ﾓｼﾞｭﾚｰｼｮﾝ 65% min 20% 3.5 暗(Dark)値(Rb) 11%
Rmin/Rmax 5% max 50% 4 ﾊﾞｰ -25% 15% -100%/+100%
ﾃﾞｨﾌｪｸﾄ 1% max 30% 4.0 ｽﾍﾟｰｽ -10% 25% -100%/+100%
ﾃﾞｺｰﾀﾞﾋﾞﾘﾃｨ 63% min 12% 4.0 E-値 -20% 30% -100%/+100% 4
ｸﾜｲｴｯﾄｿﾞｰﾝ左 1911µm min 1911µm 4 P-値 -15% 20% -100%/+100% 4
ｸﾜｲｴｯﾄｿﾞｰﾝ右 1911µm min 1911µm 4 平均(Mean) -6% -100%/+100%
ﾊﾞｰ偏差 -7% Z-ﾓｼﾞｭｰﾙ 191µm 170µm/495µm 4
ｺｰﾄﾞ高さ 14163µm min 12700µm ﾃﾞｰﾀ構造 合格 4
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: 10. > 10

SRP : 3.4 (B)
: GS1-128
 (HR): (01)14912345123456(17)101231(30)10(10)AB1234

評価: ISO/IEC 15416:2016,ISO/IEC 15417:2007,GS1 General Specification
Vers. 16

ﾊﾟﾗﾒｰﾀ 値 Min/Max ｸﾞﾚｰﾄﾞ ﾊﾟﾗﾒｰﾀ 値 Min/Max ｸﾞﾚｰﾄﾞ

ﾃﾞｺｰﾄﾞ 4 明(Bright)値(Rmax) 80%
ｼﾝﾎﾞﾙｺﾝﾄﾗｽﾄ 76% min 10% 4.0 暗(Dark)値(Rmin) 4%
ｴｯｼﾞｺﾝﾄﾗｽﾄ 49% min 15% 4 明(Bright)値(Rs) 60%
ﾓｼﾞｭﾚｰｼｮﾝ 64% min 20% 3.4 暗(Dark)値(Rb) 11%
Rmin/Rmax 5% max 50% 4 ﾊﾞｰ -25% 10% -100%/+100%
ﾃﾞｨﾌｪｸﾄ 1% max 30% 4.0 ｽﾍﾟｰｽ -10% 20% -100%/+100%
ﾃﾞｺｰﾀﾞﾋﾞﾘﾃｨ 65% min 12% 4.0 E-値 -25% 35% -100%/+100% 4
ｸﾜｲｴｯﾄｿﾞｰﾝ左 1912µm min 1912µm 4 P-値 -20% 20% -100%/+100% 4
ｸﾜｲｴｯﾄｿﾞｰﾝ右 1912µm min 1912µm 4 平均(Mean) -6% -100%/+100%
ﾊﾞｰ偏差 -6% Z-ﾓｼﾞｭｰﾙ 191µm 170µm/495µm 4
ｺｰﾄﾞ高さ 14163µm min 12700µm ﾃﾞｰﾀ構造 合格 4
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