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TransWin32, Version 1.1.23.1/14722r

ｵﾍﾟﾚｰﾀ: kato

ｱﾊﾟﾁｬｰ: 6 mil, 0.152 mm
光源: 白 (4000°K)/45° Q
ﾚﾝｽﾞ: VeriCube 12mm
単位: ﾏｲｸﾛﾒｰﾀｰ[μm]
日付: 2017/08/02 15:38:45
ﾃﾞﾊﾞｲｽ: REA VeriCube (V.1.0.24.1/14729r)
ｼﾘｱﾙ番号: 0030.035.100-0000507
ｶﾒﾗｼﾘｱﾙ番号: 0030.037.101-0000631
検証機: Software V.1.0.24.1/14729r
反射率調整: 2017/08/02, 有効(まで) 2017/09/11
ﾚﾍﾞﾙ補正: 2017/08/02, 有効(まで) 2017/09/11
ｽｹｰﾙ調整: 2017/08/02

: EAN-13
 (HR):             4912345123459

ﾃﾞﾓﾕﾆｯﾄ、非売品です
内部の評価目的のみで使用

評価:   ISO/IEC 15416:2016,ISO/IEC 15420:2009,GS1 General Specification Vers. 16

測定:                      1. 測定> 10

:           4.0/06/4000°K/45° Q

警告ﾘｽﾄ:
01) ﾊﾞｰ幅が狭過ぎます, 実際: -115%, 最小: -100%.
02) ｽﾍﾟｰｽが広過ぎます, 実際: 135%, 最大: 100%.

選択されたｸﾞﾚｰﾄﾞ:   0.5 (D)
SRPｸﾞﾚｰﾄﾞ:      4.0 (A)

ﾃﾞｺｰﾄﾞ: 4
ｼﾝﾎﾞﾙｺﾝﾄﾗｽﾄ: 74% min 10% 4.0
ｴｯｼﾞｺﾝﾄﾗｽﾄ: 60% min 15% 4
ﾓｼﾞｭﾚｰｼｮﾝ: 81% min 20% 4.0
Rmin/Rmax: 5% max 50% 4
ﾃﾞｨﾌｪｸﾄ: 2% max 30% 4.0
ﾃﾞｺｰﾀﾞﾋﾞﾘﾃｨ: 81% min 12% 4.0

ｸﾜｲｴｯﾄｿﾞｰﾝ左: 3036µm min 2760µm 4
ｸﾜｲｴｯﾄｿﾞｰﾝ右: 1932µm min 1711µm 4
ﾊﾞｰ偏差: -4%
ｺｰﾄﾞ高さ: 23074µm min 19097µm

明(Bright)値(Rmax):  78%
暗(Dark)値(Rmin):    4%
明(Bright)値(Rs):       68%
暗(Dark)値(Rb):        7%
ﾊﾞｰ: -115% 35% -100%/+100%
ｽﾍﾟｰｽ: -30% 135% -100%/+100%
E-値: -35% 75% -100%/+100% 4
P-値: -35% 35% -100%/+100% 4
平均(Mean): -29% -100%/+100%
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Z-ﾓｼﾞｭｰﾙ: 276µm 264µm/660µm 4
ｻｲｽﾞ: SC 0 84% 80%/200%

:

B = ﾊﾞｰ, S = ｽﾍﾟｰｽ, E = ﾊﾞｰ + ｽﾍﾟｰｽ
C = ｷｬﾗｸﾀ, CS = ｷｬﾗｸﾗｾｯﾄ, SCV = 値
P = P-値, V = ﾃﾞｺｰﾀﾞﾋﾞﾘﾃｨ[%] 

B B B
S S S
E E E E

C P V1 V2 CS SCV
___________________________________________

20% -15%
5%

-10%
Start 5% 99% 30
___________________________________________

-10% -60%
0% 40%

-5% 35%
9 -10% 86% A 9
___________________________________________

-115% -75%
135% 85%

15% -30%
1 15% 81% 82% B 1
___________________________________________

35% 10%
-10% 30%

25% 75%
2 35% 86% 83% A 2
___________________________________________

-55% -30%
45% 35%

-10% -20%
3 0% 93% A 3
___________________________________________

-60% -30%
40% 40%

-20% -15%
4 0% 95% B 4
___________________________________________

-35% -35%
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50% 5%
15% -35%

5 -5% 90% B 5
___________________________________________

-5% -10%
25% 5% 25%
25% 0% -5% 15%

Center 25% 90% 94% 31
___________________________________________

-75% -70%
115% 70%
45% 0%

1 20% 94% 87% C 1
___________________________________________

-85% -75%
60% 70%

-15% 0%
2 -15% 94% 90% C 2
___________________________________________

-5% 5%
-30% 10%
-25% 20%

3 -10% 88% C 3
___________________________________________

-30% -25%
30% 10%

0% -15%
4 -5% 93% C 4
___________________________________________

-10% -10%
10% 60%

0% 55%
5 25% 87% C 5
___________________________________________

-55% -15%
15% -5%

0% -20%
9 -35% 92% C 9
___________________________________________

5% 25%
-5%

0%
Stop 15% 93% 30
___________________________________________
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